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The challenge that architects, manufacturers and  

contractors face in meeting the requirements of  

Approved Document E (England & Wales), is ®nding an 

effective barrier from noise whilst ensuring ®re safety 

and ease of access for building users. The Noberne 

ªSonicº range of acoustic seals have been researched, 

designed and tested with these issues in mind. 

Acoustic seals play a major role in doorset assembly 

speci®cations in public, commercial and multi  

occupancy private buildings, our aim is to offer a 

comprehensive range of products and give speci®ers, 

manufacturers and building occupiers a high quality 

solution whilst offering value for money.

Why Noberne ªSonicº
3  Meets Approved Document E Requirements

3  Energy & Cost Savings

3  Reduced Carbon Footprint -  

 Manufactured within the EU

3  Easy Disabled Access -  

 Tested without Threshold Plates

The Noberne 
ªSonicº Acoustic Sealing Solution

www.noberneseals.com



Building Bulletin 93 &  
Approved Document E  
(England & Wales)
ªEach room or other space in a school building shall  

be designed and constructed in such a way that it has 

the acoustic conditions and the insulation against  

disturbance by noise appropriate to its intended useº.  

This information taken from Approved document E 

(England & Wales) outlines the necessity for effective 

barriers to sound in schools with Building Bulletin 93 

addressing the speci®c performance levels. The  

minimum performance requirement for doors in all 

spaces except music rooms should be 30dB Rw with 

music rooms requiring a minimum of 35dB Rw.  

The Noberne ªSonicº solution offers a ¯exible range of 

products that provide excellent coverage for these  

applications, and can accommodate glazed vision  

panels within single or double door leaf con®gurations

The Solution 
In the majority of acoustic door assembly con®gurations 

our simple but functional combination of the Reddiplex 

Corner Seal and Top 37 Threshold will provide sound  

reduction properties of up to 37dB Rw with selected 

door types. (Refer to our Product Selector on page 4).

With regard to double leaf door sets Noberne have 

achieved unprecedented success with our Astragal 

meeting stile seal with tested performances of up to 

35dB Rw with 44mm door cores. 

As always at Noberne we conduct our research and 

development projects to meet the regulatory guidelines, 

and thus provide safety and reassurance for the  

occupiers or users of the building. By testing with the 

industry standard 3-4mm operational gaps, we  

demonstrate that in using our sealing systems there is 

no compromise to the ef®ciency of the door. 

An added bonus of using the Noberne ªSonicº range is 

that there is no need for a threshold plate, all our tests 

were carried out with just the ªTOP 37º automatic drop 

threshold which proved more than adequate to meet 

the test requirements.

www.noberneseals.com



Noberne Seals 
Acoustic System Product Selector

db 
Rw

Door Core
Manufacturer

Thickness Glazed/Unglazed Con®guration Sealing System

29 Premdor 44mm Unglazed Single Leaf Top 37
    Single Acting Pyroplex Twin Flipper
     

34 Blankfort 54mm Unglazed Single Leaf Top 37
    Single Acting Reddiplex Corner Seal
     

37 Blankfort 54mm 15mm Pyrostop* Single Leaf Top 37
    Single Acting Reddiplex Corner Seal
     

30 Flamebreak 44mm Unglazed Single Leaf Top 37
    Single Acting Pyroplex Twin Flipper
     

33 Flamebreak 44mm 15mm Pyrostop* Single Leaf Top 37
    Single Acting Pyroplex Twin Flipper
     

32 Halspan 44mm Unglazed Single Leaf Top 37
    Single Acting Reddiplex Corner Seal
     

35 Halspan 44mm 15mm Pyrostop* Single Leaf Top 37
    Single Acting Reddiplex Corner Seal
     

35 Halspan 44mm 15mm Pyrostop* Double Leaf Top 37
    Single Acting Reddiplex Corner Seal
     Astragal Seal
     Pyroplex Twin Flipper

33 Strebord 44mm Unglazed Single Leaf Top 37
    Single Acting Reddiplex Corner Seal
     

35 Strebord 44mm 6mm Pyroshield* Single Leaf Top 37
    Single Acting Reddiplex Corner Seal
     

35 Strebord 44mm 15mm Pyrostop* Single Leaf Top 37
    Single Acting Reddiplex Corner Seal
     

35 Strebord 44mm 15mm Pyrostop* Double Leaf Top 37
    Single Acting Reddiplex Corner Seal
     Astragal Seal
     Pyroplex Twin Flipper

*Indicates vision panel size of 0.471m2

To order contact:  Tel: 0113 277 8577   Fax: 0113 277 2049   www.noberneseals.com



Insect Disabled Access

Fire Smoke

Light Acoustic

Product Range
> Top 37 

> Top 37
 APPLICATION: Pedestrian doorsets, single and double leaf  
 con®gurations.

 LENGTHS: 330 - 430 - 530 - 630 - 730 - 830 - 930   
 1030 - 1130 mm.

 TRIMMING LENGTHS: 100 mm side opposite plunger.

 FIXING TYPE: With preassembled self-tapping screws.

 PLUNGER AND ADJUSTMENT TYPE: 

 1 Self-directing articulated metal plunger with nylon cap, adjustable  
  with a 3 mm Allen wrench.

 2 Nylon plunger for lock side operation, adjustable with a 3 mm  
  Allen wrench.

 3 Square section nylon plunger, adjustable with a 3 mm  
  Allen wrench.

 4 Steel plunger, adjustable with crosshead screwdriver, slotted  
  screwdriver, and 6 mm spanner.

 TECHNICAL CHARACTERISTICS:

 > Structural internal pro®le in self-extinguishing co-extruded PVC.

 > Graduated scissor action  
  (seal drops on hinge side before lock side).

 > 14 mm maximum drop.

 > Galvanised steel ¯at springs and actuators in PA reinforced with  
  20% glass®bre.

 > External pro®le in 6060 T6 alluminium alloy.

 > Mechanism removable from hinge side after ®xing.

 > Tested to 200,000 cycles.

37dB
RATED

To order contact:   Tel: 0113 277 8577   Fax: 0113 277 2049   www.noberneseals.com



> Pyroplex Side Flipper
 APPLICATION: Pyroplex Fire Door Seals have been speci®cally  
 designed for use in the following applications:

 > Rebates in timber door leaves or door frames.

 > Use on single and double action leaf doors.

 > Use on latched and unlatched doors.

 > New build and retro®t applications.

 LENGTHS: 2100mm

 COLOURS: Black, White, Grey, Brown, Red and Cream.

 TECHNICAL CHARACTERISTICS:

 > CERTIFIRE CF355.

 > Reduced closing forces by design.

 > Supplied with high performance adhesive backing for ease  
  of application.

 > Identi®cation on each product ensures full traceability.

 > Intumescent material is high-pressure and multi directional.

 > Fire & Smoke and Flipper ranges are high performance seals  
  which reduce smoke, acoustic and air in®ltration.

Product Range
> Reddiplex Corner Seal 

> Pyroplex Side Flipper 

> Reddiplex Corner Seal

 APPLICATION:  Pedestrian doorsets, single and double leaf  
 con®gurations.

 LENGTHS: 2100mm, 2700mm

 COLOURS: Black, White, Grey and Brown.

 TECHNICAL CHARACTERISTICS:

 > CERTIFIRE CF599.

 > Excellent compression and de¯ection performance.

 > Low closing forces due to low co-ef®cient material used on  
  integral ®ns.

 > Supplied with high performance adhesive backing.

 > Semi-rigid legs to aid installation and accomodate  
  uneven substrates.

 > Tested for air leakage after 100,000 cycles.

37dB
RATED

35dB
RATED

To order contact:  Tel: 0113 277 8577   Fax: 0113 277 2049   www.noberneseals.com



Product Range
> Pyroplex Twin Flipper

> Astragal Seal

> Astragal Seal
 APPLICATION: Pedestrian doorsets, plain or rebated meeting stiles  
 on double leaf con®gurations.

 LENGTHS: 2100mm, 2500mm

 TECHNICAL CHARACTERISTICS:

 > Supplied in anodised satin clear ®nish.

 > Pro®le in 6060 T6 alluminium alloy.

 > New build and retro®t applications.

 > The aluminium trim cleanly conceals the sealing portion of the seal.

> Pyroplex Twin Flipper
 APPLICATION: Pyroplex Fire Door Seals have been speci®cally  
 designed for use in the following applications:

 > Rebates in timber door leaves or door frames.

 > Use on single and double action leaf doors.

 > Use on latched and unlatched doors.

 >  New build and retro®t applications.

 LENGTHS: 2100mm

 COLOURS: Black, White, Grey, Brown, Red and Cream.

 TECHNICAL CHARACTERISTICS:

 > CERTIFIRE CF355.

 > Reduced closing forces by design.

 > Supplied with high performance adhesive backing for ease  
  of application.

 > Identi®cation on each product ensures full traceability.

 > Intumescent material is high-pressure and multi directional.

 > Fire & Smoke and Flipper ranges are high performance seals  
  which reduce smoke, acoustic and air in®ltration.

35dB
RATED

35dB
RATED

To order contact:  Tel: 0113 277 8577   Fax: 0113 277 2049   www.noberneseals.com



> Acoustic Plus
 APPLICATION: Pedestrian doorsets, single and double leaf  
 con®gurations including ¯ush bolt accomodation.

 LENGTHS: 330 - 430 - 530 - 630 - 730 - 830 - 930 - 1030 - 1130 -  
 1230 - 1330 -1430 - 1530 - 1630 - 1730 - 1830 mm.

 TRIMMING LENGTHS: 150 mm side opposite plunger.

 FIXING TYPE: With preassembled woodscrews or  
 self-tapping screws.

 PLUNGER AND ADJUSTMENT TYPE:

 1 Self-directing articulated metal plunger with nylon cap, adjustable  
  with a 3 mm Allen wrench.

 2 Nylon plunger for lock side operation, adjustable with a 3 mm  
  Allen wrench.

 3 Square section nylon plunger, adjustable with a 3 mm  
  Allen wrench.

 4 Steel plunger, adjustable with crosshead screwdriver, slotted  
  screwdriver, and 6 mm spanner.

 SEALS:  

 A Sound-insulating seal in self-extinguishing PVC or TPE.

 B Sound-insulating seal in self-extinguishing silicone.

 TECHNICAL CHARACTERISTICS:

 > Graduated scissor action  
  (seal drops on hinge side before lock side).

 > 14 mm maximum drop.

 > Galvanised steel ¯at springs and actuators in PA reinforced with  
  20% glass®bre.

 > 6060 T6 aluminium alloy pro®les.

 > Mechanism removable from hinge side after ®xing.

 CERTIFICATIONS: 

 > Sound insulation of up to 51 dB certi®ed by LSW - IFT LABOR  
  f"r Schall W#rmemesstechnik Prof.Fritz Holtz .

 > Tested to 200,000 closing cycles by the IFT Rosenheim  
  certi®cation organisation.

 OPTIONAL: 
 > Mechanism removable from both hinge and lock sides  
  (patented system).

> Flash Flush Bolt System
 DESCRIPTION: A unique solution to ®tting rebated ¯ush bolts with  
 drop down seals. The patented Flash Seal works as an extension  
 element exclusively with the Acoustic Plus 51dB Drop Down Seal. 
 It is supplied complete with 2 x 200mm radius end rebated lever  
 type ¯ush bolts.

 APPLICATION: Double leaf timber doors.

 TECHNICAL CHARACTERISTICS:

 > Soft TPV seal (lateral and frontal), for acoustic seal.

 > Manual lowering on handle side.

 > Travel: 11 mm.

 > Springs in galvanised steel.

 > Mechanism in PA 20 % ®breglass.

 CERTIFICATIONS: Test cycles: being certi®ed.

Product Range
> Acoustic Plus

> Flash Flush Bolt System

51dB
RATED

To order contact:  Tel: 0113 277 8577   Fax: 0113 277 2049   www.noberneseals.com



Product Range
> Glass

> Applique

> Glass
 APPLICATION: Glass doors.

 LENGTHS: 330 - 430 - 530 - 630 - 730 - 830 - 930 - 1030 -  
 1130 - 1230 - 1330 -1430 - 1530 - 1630 - 1730 - 1830 mm.

 TRIMMING LENGTHS: 150 mm side opposite plunger.

 FIXING TYPE: With high-strength double-sided adhesive tape.

 PLUNGER AND ADJUSTMENT TYPE: 
 1 Nylon plunger for lock side operation, adjustable with a  
  3 mm Allen wrench.

 SEALS: 

 A 4 ®ns in co-extruded self-extinguishing PVC.

 B Balloon in self-extinguishing silicone.

 C Co-extruded tubular seal in self-extinguishing PVC or TPE.

 D Brush made of silicone oil-impregnated polypropylene.

 TECHNICAL CHARACTERISTICS:

 > Stainless steel effect pro®le ®nish.

 >  Graduated scissor action  
  (seal drops on hinge side before lock side).

 > 14 mm maximum drop.

 > Galvanised steel ¯at springs and actuators in PA reinforced  
  with 20% glass®bre.

 > 6060 T6 aluminium alloy pro®les.

 CERTIFICATIONS: 

 > Sound insulation of up to 37 dB certi®ed by Istituto Giordano  
  (Bellaria).

 > Tested to 200,000 closing cycles by the IFT Rosenheim  
  certi®cation organisation.

 OPTIONAL: 

 > Mechanism removable from both hinge and lock sides  
  (patented system).

 SEALS: 

 A  4 ®ns in co-extruded self-extinguishing PVC.

 B Balloon in self-extinguishing silicone.

 C Co-extruded tubular seal in self-extinguishing PVC or TPE.

 D Brush made of silicone oil-impregnated polypropylene.

 TECHNICAL CHARACTERISTICS:

 >  Available in Silver Anodised, White (RAL 9010), Brown (RAL 8019).  
  Other colours on request (minimum quantity orders).

 >  Graduated scissor action  
  (seal drops on hinge side before lock side).

 > 14 mm maximum drop.

 > Galvanised steel ¯at springs and actuators in PA reinforced with  
  20% glass®bre.

 > 6060 T6 aluminium alloy pro®les.

 CERTIFICATIONS: 

 > Sound insulation of up to 37 dB certi®ed by Istituto Giordano  
  (Bellaria).

 > Tested to 200,000 closing cycles by the IFT Rosenheim  
  certi®cation organisation.

 OPTIONAL: 

 > Mechanism removable from both hinge and lock sides  
  (patented system).

> Applique
 APPLICATION: All types of swing door.

 LENGTHS: 330 - 430 - 530 - 630 - 730 - 830 - 930 - 1030 -  
 1130 - 1230 - 1330 -1430 - 1530 - 1630 - 1730 - 1830 mm.

 TRIMMING LENGTHS: 150 mm side opposite plunger.

 FIXING TYPE: With screws (supplied).

 PLUNGER AND ADJUSTMENT TYPE:  
 1 Nylon plunger for lock side operation, adjustable with a  
  3 mm Allen wrench.

37dB
RATED

37dB
RATED

To order contact:  Tel: 0113 277 8577   Fax: 0113 277 2049   www.noberneseals.com



> Reddiplex Twin Fin Seal
 APPLICATION: Pedestrian doorsets, single and double leaf  
 con®gurations.

 LENGTHS: 2100mm

 COLOURS: Black, White and Brown.

 TECHNICAL CHARACTERISTICS:

 > Excellent compression and de¯ection performance.

 > Low closing forces due to low co-ef®cient material used on  
  integral ®ns.

 > Supplied with high performance adhesive backing.

Product Range
> Top Plus

> Reddiplex Twin Fin Seal

> Top Plus
 APPLICATION: Timber doors, security doors .

 LENGTHS: 330 - 430 - 530 - 630 - 730 - 830 - 930 -  
 1030 - 1130 mm

 TRIMMING LENGTHS: 100 mm side opposite plunger.

 FIXING TYPE: With preassembled woodscrews or  
 self-tapping screws.

 PLUNGER AND ADJUSTMENT TYPE: 

 1 Self-directing articulated metal plunger with nylon cap,  
  adjustable with a 3 mm Allen wrench.

 2 Nylon plunger for lock side operation, adjustable with a 3 mm  
  Allen wrench.

 3 Square section nylon plunger, adjustable with a 3 mm  
  Allen wrench.

 4 Steel plunger, adjustable with crosshead screwdriver,  
  slotted screwdriver, and 6 mm spanner.

 SEALS: 
 > Structural pro®le in self-extinguishing co-extruded PVC + 4 ®ns  
  in self-extinguishing co-extruded PVC.

 TECHNICAL CHARACTERISTICS:

 >  Structural internal pro®le in self-extinguishing co-extruded PVC.

 >  Graduated scissor action  
  (seal drops on hinge side before lock side).

 >  14 mm maximum drop.

 >  Galvanised steel ¯at springs and actuators in PA reinforced with  
  20% glass®bre.

 >  External pro®le in 6060 T6 alluminium alloy.

 >  Mechanism removable from hinge side after ®xing.

 CERTIFICATIONS: 

 >  Sound insulation of up to 45 dB certi®ed by LSW - IFT LABOR  
  f"r Schall W#rmemesstechnik Prof.Fritz Holtz.

 >  Tested to 200,000 closing cycles.

 OPTIONAL: 

 > Mechanism removable from both hinge and lock sides  
  (patented system).

45dB
RATED

30dB
RATED

To order contact:  Tel: 0113 277 8577   Fax: 0113 277 2049   www.noberneseals.com



Noberne giving you con®dence

Since its beginnings in 1987, Noberne Seals Ltd have 

become a leading and authoritative company within 

the seal distribution industry and can offer an extensive 

range of acoustic, ®re and smoke seals. Noberne Seals 

Ltd provides high performance sealing solutions for 

public and commercial buildings where the welfare and 

safety of the public are paramount.

For over thirty years The Noberne Group have been  

pioneers in research and development, not only in 

acoustic door assemblies but in ®re protection and  

security. Prior to launching our ªSonicº acoustic range 

of seals we embarked upon a rigorous testing  

programme at Sound Research Laboratories Ltd  

in Sudbury, ªtheº leading authority on acoustics.  

SRL are an approved UKAS test laboratory, with  

all tests conducted in accordance with  

BS EN ISO 140-3: 1995. 

Our objective at the outset of our testing programme 

was to independently test the numerous door types 

within the industry. In utilising the acoustic properties of 

existing door cores we found the ªSonicº range greatly 

enhanced these characteristics improving the overall 

sound reduction of the door assembly.

Our on going commitment is to continue to develop and 

test systems that will meet the demands of British and 

European standards. The Noberne Group guarantees 

to take the industries concerns and provide high quality 

solutions wherever possible.

www.noberneseals.com



Visit our website
www.noberneseals.com

Contact Us:
Noberne Seals Limited
Lupton Street, Hunslet, 
Leeds, West Yorkshire, LS10 2QP

Tel: 0113 277 8577
Fax: 0113 277 2049

Email: noberneseals@btconnect.com  
Web: www.noberneseals.com


