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Timbmet Flooring Range

With a long standing reputation for quality and hard wearing performance, our premium flooring 
product range is suitable for commercial and domestic use comprising; solid or engineered 
hardwood flooring and a range of vinyl plank flooring. 

The range includes Tavernflor® solid hardwood, Legacy® engineered hardwood from Hakwood, 
Silkflor® by Greenkett, Silkflor PREM and Silkflor Vintage designer products. A choice of 
unfinished, oiled or lacquered finishes are available, with products to suit all types of sub floor 
and installation.

In addition, we have a new range of Lobo vinyl plank flooring with the aesthetic appeal of solid wood 
flooring and the benefits of scratch- indentation- and slip-resistance, natural sound absorption 
and easy maintenance.

We stock a comprehensive range of flooring accessories from underlays, adhesives, trims and 
thresholds through to finishing oils and post installation cleaners.

Timbmet are suppliers of; sawn hardwood, quality clear softwoods, doors, cladding, decking, 
manufacturing services and highly engineered timber components (TEC®).  

In addition to our extensive product range is iPack®, our online ordering service, which provides 
instant information on stock availability, pack specification and 24 hours a day order facility.

For more information on our products and services visit www.timbmet.com.
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Solid Hardwood Flooring

Tavernflor®

Tavernflor® is a first class range of solid hardwood flooring available in a choice of widths. The 
Oak flooring is available unfinished, lacquered or brushed and oiled.

The rustic grade includes knots and sapwood for a natural look, offering a practical, reliable and 
hardwearing base and is a beautiful natural addition to any interior.

Due to the natural movement of solid wood floors, Tavernflor® should be secret nailed or glued 
down to a suitable dry, level subfloor. The boards should never be glued together and are not 
suitable for underfloor heating.

The glue required to fit this flooring is available from Timbmet, just ask for Bona R850 – a silane-
based solvent free adhesive.
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Tavernflor® solid hardwood flooring

Thickness
 (mm)

Width
 (mm)

Length
 (mm) Edges

Pack size 
(m²) approx.

European Oak rustic grade, lacquered

18 90
random lengths

(300 – 1500)
T & G all round with 

micro-bevel four edges
2.268

18 130 random lengths
(300 – 1500)

T & G all round with 
micro-bevel four edges

2.184

18 150 random lengths
(300 – 1500)

T & G all round with 
micro-bevel four edges

1.890

European Oak rustic grade, brushed and oiled

18 120
random lengths

(300 – 1500)
T & G all round with 

micro-bevel four edges
2.016

18 150 random lengths
(300 – 1500)

T & G all round with 
micro-bevel four edges

1.890

American Oak rustic grade, unfinished

20 150
random lengths

(450 – 3000)
T & G all round with 

square edges
random

20 190 random lengths
(450 – 3000)

T & G all round with 
square edges

random

Tavernflor®

European Oak rustic grade,
brush and oiled

Tavernflor®

European Oak rustic grade,
lacquered

Tavernflor®

European Oak rustic grade,
unfinished
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BEST SELLER 130mm European Oak 
rustic grade, lacquered



Engineered Hardwood Flooring

Legacy® by Hakwood

The Legacy® range is a 20mm thick European manufactured product with a premium Birch multi 
ply backing and a 6mm wear layer. The floor is strong enough to be installed as a load bearing 
floor, and can be floated over, or glued down to dry concrete or sound and solid ply or chipboard 
sub-floors. The range is suitable for use with water based underfloor heating systems.

Legacy® has a 25 year warranty on wear layer for commercial and domestic use.

•	 The Legacy® oil finished range is treated with Rubio Monocoat Oil, a hard wax oil which colours 
	 and protects the wood in one single layer.

•	 The lacquer finish used is environmentally friendly; free from solvents, heavy metals, 
	 insecticides, pesticides, herbicides and  formaldehyde. The lacquer protects the wood against  
	 dirt and liquids that may penetrate the surface.

•	 Alternatively, unfinished flooring can be finished to your own specification.
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Legacy® by Hakwood

Thickness
 (mm)

Width
 (mm)

Length
 (mm) Edges

Pack size 
(m²) approx.

European Oak country grade, unfinished

20 180
long lengths
(1.7 – 2.4)

T & G all round with 
3mm bevel two edges

random

European Oak country grade, lacquered

20 180
long lengths
(1.7 – 2.4)

T & G all round with 
micro bevel two edges

random

European Oak country grade, smoked and oiled

20 180
long lengths
(1.7 – 2.4)

T & G all round with 
micro bevel two edges

random

European Oak country grade, natural oiled

20 180
long lengths
(1.7 – 2.4)

T & G all round with 
micro bevel two edges

random

Black Walnut rustic grade, lacquered

20 180
long lengths
(1.7 – 2.4)

T & G all round with 
micro bevel two edges

random

Legacy®

European Oak country grade,  
lacquered

Legacy®

European Oak country grade,  
unfinished

Legacy®

European Oak country grade,  
smoked and oiled

Legacy®

European Oak country grade, 
natural oiled

Legacy®

Black Walnut rustic grade, 
lacquered

Also available in prime grade.
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BEST SELLER 180mm European Oak 
country grade, unfinished 



Engineered Hardwood Flooring

Silkflor® by Greenkett

Timbmet is the exclusive UK distributor of Silkflor® by Greenkett, a range of 14mm thick Oak 
engineered flooring offering excellent value and environmental credentials – all with FSC 
certification. 

The range is available in a single or three strip design and a choice of installation methods comprising 
tongue and groove which requires gluing or Uniclic, an installation system that simply clicks together, 
reducing labour costs and time. The flooring is suitable for water based underfloor heating.

•	Prefinished with Bona oils and lacquers dependant on the finish required.

•	The lacquer forms a barrier to preservation and protect the flooring.

•	The lacquers are acrylic and water based -no solvents, minimizing the impact on the environment.

Silkflor® by Greenkett has a 25 year warranty covering the wear layer for residential use.
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Silkflor® by Greenkett

Thickness
 (mm)

Width
 (mm)

Length*
 (mm) Edges

Pack size 
(m²) approx. Installation

3 strip Oak rustic grade, lacquered

14 185 2200 Square 2.442 Uniclic

1 strip Oak rustic grade, lacquered

14 140 2200 Square 1.848 Uniclic

1 strip Oak rustic grade, matt lacquered

14 148 2200 Square 1.954 T & G

1 strip Oak rustic grade, oiled

14 148 2200 Square 1.954 T & G

1 strip Oak rustic grade, oiled

14 188 2200 Square 2.482 T & G

Silkflor®

1 strip Oak, rustic grade,  
oiled

Silkflor®

3 strip Oak, rustic grade,  
lacquered

Silkflor®

1 strip Oak, rustic grade,  
lacquered

Silkflor®

1 strip Oak, rustic grade,  
matt lacquered
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BEST SELLER 185mm Oak rustic 
grade, three strip, lacquered  

* Packs can contain some shorter lengths.
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Engineered Hardwood Flooring

Silkflor® PREM

The Silkflor® PREM range is a 20mm thick product with plywood backing and a 6mm wear layer. 

A range of single strip 20mm thick engineered flooring made from a traditional species of Oak and 
available unfinished, lacquered and oiled. This flooring is suitable for water based underfloor heating.

This engineered floor is strong enough to be installed as a load bearing floor, it can also be floated over 
or glued down to dry concrete or sound and solid ply or chipboard sub-floors. 
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Silkflor® PREM

Thickness
 (mm)

Width
 (mm)

Length*
 (mm) Edges

Pack size 
(m²) approx.

European Oak rustic grade, unfinished

20 190 1900
T & G all round with 

micro bevel two  
long edges

1.805

European Oak rustic grade, lacquered

20 190 1900
T & G all round with 

micro bevel two  
long edges

1.805

European Oak rustic grade, oiled

20 190 1900
T & G all round with 

micro bevel two  
long edges

1.805

Silkflor® PREM
European Oak rustic grade,  

lacquered

Silkflor® PREM
European Oak rustic grade,  

unfinished

Silkflor® PREM
European Oak rustic grade,  

oiled
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BEST SELLER 190mm European Oak 
rustic grade, oiled   

* Packs can contain some shorter lengths.
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Engineered Hardwood Flooring

Silkflor® Vintage

This range of wide single plank engineered flooring is available in a variety of finishes and textures. 
A 4mm rustic solid Oak wear layer that includes knots and shakes, is a modern take on reclaimed 
wooden flooring.

The Silkflor® Vintage range uses modern manufacturing technology to recreate the tradition of 
brushing, hand scraping, distressing and smoking, blended together with oiling in both natural and 
coloured oils to create a choice of flooring options – ideal in either traditional and contemporary interiors.
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Silkflor® Vintage

Thickness
 (mm)

Width
 (mm)

Length
 (mm) Edges

Pack size 
(m²) approx.

Nevada - European Oak, hand scraped, smoke and natural oiled

15 190 1900
T & G all round with 

micro bevel all edges
2.166

Smokey Mountain - European Oak, distressed, smoked and oiled

15 190 1900
T & G all round with 

micro bevel all edges
2.166

Artic - European Oak, hand scraped, smoke and natural oiled

15 190 1900
T & G all round with 

micro bevel all edges
2.166

Tuscany – European Oak, distressed and natural oiled

15 190 1900
T & G all round with 

micro bevel all edges
2.166

Silkflor® Vintage
Tuscany – European Oak

Silkflor® Vintage
Nevada - European Oak

Silkflor® Vintage
Smokey Mountain - European Oak

Silkflor® Vintage
Artic - European Oak
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BEST SELLER 190mm Smokey  
Mountain, European Oak, distressed, 

smoked and oiled
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Vinyl Flooring

Lobo Vinyl Plank flooring

A recent addition to Timbmet’s flooring portfolio, the Lobo vinyl plank pre-finished flooring range 
is available exclusively in the UK from Timbmet. The boards have the aesthetic appeal of wooden  
flooring with many additional benefits such as scratch and indentation resistance. The vinyl finish 
is comfortable underfoot with a warm to the touch feel. Water based and electric underfloor 
heating systems are compatible with all Lobo products.

A wide range of timber effect finishes are available, all of which have a structured grain to enhance 
the timber effect. This also assists with providing a slip resistant surface.

Skirting’s and stair edges to match the flooring finish are all available, providing a matching finish 
throughout.

As well as the 10mm Lobo product, a range of finishes are available in solid 5mm finish which has 
the added benefit of being suitable for use in wet room areas. In normal use both products can be 
laid glue free thanks to the uniclic connections. 2mm and 3mm full glue down sheets are also 
available in a range of finishes.

All Lobo products have a 15 year residential and 5 year commercial guarantee.

For additional information on the new Lobo range of flooring please contact  
marketing@timbmet.com
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